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SECTI ON 06100

ROUGH CARPENTRY

PART 1 CGENERAL

1.

1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.
AMERI CAN FOREST AND PAPER ASSOCI ATI ON ( AFPA)
AFPA- T901 (1991; Supple 1993; Addenda Apr
95) Nati onal Design Specification for Wod
Construction
AFPA T11-WCD1 (1988) Manual for Whod Frame Construction
AMERI CAN | NSTI TUTE OF TI MBER CONSTRUCTI ON (Al TC)
Al TC-01 (1994) Ti nber Construction Manual
APA- THE ENGA NEERED WOOD ASSCCI ATI ON ( APA)

APA EWS T300 (1997) d ulam Connection Details

AVMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM F 547 (1977; R 1990) Definitions of Terns
Relating to Nails for Use with Wod and
Wod- Base Materials

AMERI CAN WOOD- PRESERVERS' ASSQOCI ATI ON ( AWPA)
AWPA C2 (1995) Lunber, Tinber, Bridge Ties and

M ne Ties - Preservative Treatnent by
Pressure Processes

AWPA C9 (1995) Plywood - Preservative Treatnent by
Pressure Processes

AWPA C20 (1993) Structural Lunmber Fire-Retardant
Pressure Treatnent

AWPA C27 (1993) Plywood - Fire-Retardant Pressure
Tr eat ment

AVWPA MA (1995) Standard for the Care of

Preservati ve- Treat ed Whod Products

AWPA P5 (1996) Standards for Waterborne
Preservatives
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1.

DEPARTMENT OF COMVERCE ( DOC)

DOC PS 1 (1996) Vol untary Product Standard -
Construction and | ndustrial Plywood

TRUSS PLATE | NSTI TUTE (TPI)

TPl 1 (1995) National Design Standard for Metal
Pl at e- Connect ed Wod Truss Construction
and Commentary and Appendices to TPl 1

.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-13 Certificates
Gradi ng and Marking; FIO
Manuf acturer's certificates (approved by an American Lumber Standards
approved agency) attesting that |unmber and nmaterial not normally grade
mar ked nmeets the specified requirements.
3 DELI VERY AND STORACGE
Materials shall be delivered to the site in undamaged condition, stored off

ground in fully covered, well ventilated areas, and protected from extrene
changes in tenperature and hum dity.

PART 2 PRODUCTS

2.

2.

1 GRADI NG AND MARKI NG
1.1 Lumber Products

Solid sawn and finger-jointed |unmber shall bear an authorized grade stamp
or grade mark recongni zed by ALSC, or an ALSC recogni zed certification
stanp, mark, or hamrerbrand. Surfaces that are to be exposed to view shal
not bear grademarks, stanps, or any type of identifying mark. Hammer
marking will be permtted on tinbers when all surfaces will be exposed to
Vi ew.

.1.2 Fabri cated Structural Menbers

Wod trusses shall be fabricated in accordance with TPl 1. Lam nated
timbers shall be marked with a quality mark indicating conformance to Al TC
ANSI / AI TC-190.1. Engineered wood joists and rafters shall be fabricated
usi ng an approved quality control systemto neet specified requirenments

.1.3 Pl ywood and ot her Sheat hi ng Products

Materials shall bear the grademark or other identifying marks indicating
grades of material and rul es or standards under which produced, including
requirements for qualifications and authority of the inspection
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organi zati on. Except for plywood and structural -use panels, bundle marking
will be permtted in |ieu of marking each individual piece. Surfaces that
are to be exposed to view shall not bear grademarks or other types of

i dentifying marks.

.1.4 Si zes

Lunber and material sizes shall conformto requirenents of the rules or

st andards under which produced. Unless otherw se specified, |unber shal

be surfaced on four sides. Unless otherw se specified, sizes indicated are
nom nal sizes, and actual sizes shall be wi thin manufacturing tol erances
all oned by the standard under which the product is produced.

.1.5 Tr eat ment

Exposed areas of treated wood that are cut or drilled after treatment shal

receive a field treatment in accordance with AWPA M4. Itens of all-heart
mat eri al of cedar, cypress, or redwod will not require preservative
treatnent, except when in direct contact with soil. Except as specified

for all-heart material of the previously mentioned species, the follow ng
itenms shall be treated

a. Wod nenmbers exposed to the weather including those used in
builtup roofing systens or as nailing strips or nailers over
fi berboard or gypsum board wall sheathing as a base for wood
si di ng.

b. Wod nenbers set into concrete regardl ess of |ocation, including
flush-wi th-deck wood nailers for roofs.

c. Wod nenbers in contact with concrete that is in contact with soi
or water or that is exposed to weat her.

.1.5.1 Lunber and Ti nbers

Lunber and timnmbers shall be treated in accordance with AWPA C2 with
wat er borne preservatives listed in AWPA P5 to a retention |level as follows:

a. 0.25 pcf intended for above ground use.
b. 0.40 pcf intended for ground contact and fresh water use.
.1.5.2 Pl ywood

Pl ywood shall be treated in accordance with AWPA C9 with waterborne
preservatives listed in AWPA P5 to a retention |level as follows:

a. 0.25 pcf intended for above ground use.
b. 0.40 pcf intended for ground contact and fresh water use.
.1.6 Moi st ure Cont ent

At the tinme lunber and other materials are delivered and when installed in
the work their noisture content shall be as foll ows:

a. Treated and Untreated Lunber Except Roof Pl anking: 4 inchesor

| ess, nominal thickness, 19 percent maxi mum 5 inches or nore,
nom nal thickness, 23 percent maximumin a 3 inch perinmeter of
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the tinmber cross-section.
b. Roof Planking: 15 percent naxi num

cC. Materials Ot her Than Lunber: I n accordance with standard under
whi ch product is produced.

2.1.7 Fire- Retardant Treat ment

Fire-retardant treated wood shall be pressure treated in accordance with
AWPA C20 for lunber and AWPA C27 for plywood. Material use shall be
defined in AWPA C20 and AWPA C27. Treatnment and performance inspection
shall be by an independent and qualified testing agency that establishes
performance ratings. Each piece or bundle of treated material shall bear
identification of the testing agency to indicate performance in accordance
wi th such rating.

2.1.8 Structural Wod Menbers

Speci es and grades shall be as listed in AFPA-T901. Desi gn of menmbers and
fastenings shall conformto AITC-01. Oher stress graded or di nensi oned
items such as bl ocking, carriages, and studs shall be standard or No. 2
grade except that studs may be Stud grade.

2.1.9 Pl ywood

Pl ywood for general use shall conformto DOC PS 1, Grade C-D, exterior
grade and thickness as shown or required.

2.1.10 Nonstress Graded Menbers

Menbers shall include bucks, blocking, and nailers. Menbers shall be
standard grade or No. 2 grade. Nonstress nenber grades shall conformto
the National Gading Rule for Dinension Lunber established in conformance
with Prod Std PS 20 and as applied in individual grading rules of
appl i cabl e gradi ng agencies. For species graded under other grading rules,
grade used shall be equivalent to grades outlined above. Sizes shall be as
foll ows, unless otherw se shown.

Menber Si ze (inch)

Bl ocki ng 2 x 4 or larger size as required,
smal l er sizes for specific use as
approved

Nai ling strips & Backs 2 inch stock.

2.2 ACCESSORI ES AND NAI LS

Mar ki ngs shall identify both the strength grade and the manufacturer.
Accessories and nails shall conformto the follow ng:

2.2.1 Bolts: Lag, Toggle, and M scell aneous Bolts and Screws

Type, size, and finish best suited for intended use. Finish options
i nclude zi nc compounds, cadnmium and al um num pai nt i npregnated finishes.

2.2.2 Nai | s and Stapl es
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ASTM F 547, size and type best suited for purpose; staples shall be as
reconmended by the manufacturer of the materials to be joined. In general
8-penny or larger nails shall be used for nailing through 1 inch thick

l unber and for toe nailing 2 inch thick lunber; 16-penny or larger nails
shall be used for nailing through 2 inch thick lumber. Nails used with
treated | unmber and sheathing shall be gal vanized. Nailing shall be in
accordance with the recomended nailing schedul e contained in AFPA T11-WCD1.

2.2.3 Ti mber Connectors

Unl ess ot herwi se specified, tinmber connectors shall be in accordance with
TPl 1, APA EWS T300 or AITC-01.

PART 3 EXECUTI ON
3.1 Gener a

Menbers shall be closely fitted, accurately set to required |lines and
levels, and rigidly secured in place. Nailing shall be in accordance with
the Recommended Nailing Schedul e as contai ned i n NFPA Manual for House
Frami ng. Where detailed nailing requirements are not specified, nail size
and nail spacing shall be sufficient to devel op an adequate strength for
the connection without splitting the menbers.

3.2 Structural Menbers

Menbers shall be adequately braced before erection. Menbers shall be
aligned and all connections conpl eted before renoval of bracing.

I ndi vidual |y wrapped nenbers shall be unw apped only after adequate
protection by a roof or other cover has been provided. Scratches and
abrasi ons of factory-applied sealer shall be treated with two brush coats
of the same sealer used at the factory.

3.3 Bl ocki ng

Bl ocki ng shall be provided as necessary for application of building itemns,
such as roofing, parapet cap flashing, w ndows, and doors. Bl ocking shal
be cut to fit between fram ng nmenbers and rigidly nailed thereto.

3.4 Nailers and Nailing Strips

Nail ers and nailing strips shall be provided as necessary for the
attachment of finish materials. Nailers used in conjunction with roof deck
installation shall be installed flush with the roof insulation system
Anchors shall extend through the entire thickness of the nailer. Strips
shall be run in lengths as long as practicable, butt jointed, cut into wood
fram ng menbers when necessary, and rigidly secured in place

-- End of Section --
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SECTI ON 06200

FI NI SH CARPENTRY

PART 1 CGENERAL

The work under this section shall include the furnishing, fabricating, and
installation of mllwork, shelving, casework, and | ocker room benches.

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS ( ASTM
ASTM F 547 (1977; R 1990) Definitions of Terns
Relating to Nails for Use with Wod and
Wod- Base Materials
ARCHI TECTURAL WOODWORK | NSTI TUTE ( AW )
AW - 02 (1994) Architectural Wodwork Quality
St andar ds, Cui de Specifications and
Quality Certification Program
WESTERN WOOD PRODUCTS ASSOCI ATI ON ( WAPA)

WAPA- 01 (1995; Supple Nos. 1, 2, and 3)Western
Lunber Grading Rules 95

1.2 SUBM TTALS

Government approval is required for subnmittals with a "GA" designation;
subnmittals having an "FI O' designation are for information only. The
following shall be submtted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 04 Dr awi ngs
Fini sh Carpentry; GA
Drawi ngs showi ng fabricated itens and special nmll itens, and woodwork
items. Drawi ngs shall indicate nmaterials and details of construction,
nmet hods of fastening, erection, and installation.

SD- 14 Sampl es

Pl astic Lam nate; GA.

Sampl es shall be of sufficient size to show patterns, col or ranges, and
types.

1.3 DELI VERY AND STORAGE
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Materials shall be delivered to the site in undamaged condition, stored off
ground in fully covered, well-ventilated areas, and protected from extrene
changes in tenperature and hum dity.

PART 2 PRODUCTS

2.

2.

1 GENERAL REQUI REMENTS
1.1 Gradi ng and Mar ki ng

Materials shall bear the grademark, stanp or other identifying marks

i ndi cating grades of material and rules or standards under which produced.
Such identifying marks on a material shall be in accordance with the rule
or standard under which the material is produced, including requirenments
for qualifications and authority of the inspection organization, usage of
aut hori zed identification, and information included in the identification.
The inspection agency for lunber shall be certified by the Board of Review,
Ameri can Lunmber Standards Committee, to grade the species used. Except for
p!l ywood, structural -use panels, and lunber, bundle marking will be
permitted in |lieu of marking each individual piece. Surfaces that are to
be architecturally exposed to view shall not bear grademarks, stanps, or

ot her types of identifying marks.

.1.2 Si zes and Patterns

Lunber sizes and patterns shall conformto rules or standards under which
produced. Unless otherw se specified, |lunber shall be surfaced on four
sides. Sizes and patterns for materials other than |unber shall conformto
requirements of the rules or standards under which produced. Size

ref erences, unless otherw se specified, are nom nal sizes, and actual sizes
shall be within manufacturing tol erances all owed by the standard under

whi ch the product is produced.

.1.3 Mbi st ure Cont ent

Mbi sture content shall be in accordance with the standard under which the
product is produced.

.2 MATERI ALS

. 2.1 Uility Shelving

Uility shelving shall be a suitable species equal to or exceeding

requi rements of No. 3 comon white fir under WAPA-01 Western Lumber G ading
Rules, 1 inch thick or plywod, interior type, Gade A-B, “inch thick, any
species group with solid wod edge or plastic "T" nolding trimat the front.

.2.2 Cust om Casewor k

Casework shall conformto AW-02 "Custoni G ade; exposed surfaces shal

have plastic |lamnate application. Drawers shall be constructed in
conformance with the requirenents of "Custoni G ade, or equivalent, and
netal drawer slides are required for all drawers. Style shall be flush,
franeless. Wre pulls with brushed al um num finish shall be provided for
all doors and drawers of all plastic |aninate face casework. Vertica

grade plastic lanmi nate may be used for surfaces other than work surface and
countertops. Balancing sheet shall be provided. Casework shall be
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provided in custom patterned design as indicated of three colors. Al
colors and patterns to be as selected from manufacturer's standards. Desk
drawers shall be furnished with locks. Provide three keys for each | ock.
Al'l locks to have different keys.

2.2.3 Locker Room Benches

Locker room benches shall be clear hard maple. Bench tops may be gl ued-up
sections. Base pedestals are specified in SECTION: TO LET ACCESSORI ES

2.2. 4 Nai | s
The size and type of nails, screws or fasteners best suited for the purpose

shal | be used. Nai | descriptions noted on any as-builts, submittals, or
correspondance shall be in accordance with ASTM F 547

PART 3 EXECUTI ON

3.1 SHELVI NG
Shel ving shall be anchored to supporting construction. Unless otherw se
i ndi cated, shel ves shall be supported by adjustable shelf hardware of

channel - shaped, steel standards, with adjustnment slots spaced at
approximtely 1 inch centers and brackets designed for attachment to

st andar ds.
3.2 WORKBENCHES AND CASEWORK

Items shall be anchored in place as indicated.

-- End of Section --
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